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USING THE TC PREAMP WITH BOOST
 

Connecting the boost lead to ground through a Prearrp Inpl,It InputWJre OJtput v\ire Boost Wire Unboosted 
capacitor increases the gain of the preamp. The gain nee Color Color Color Gain 
boost can occur throughout the range of the 

TC1 & TC2 3OOK-ohm Yellow G"een Brown 8x (18dB)instrument or only at midrange and treble frequencies 
depending on the value of the capacitor. A resistor in TC3&TC4 4OOK-ohm Yellow G"een Blue 4x (12dB) 
series with the capacitor can be used to limit the gain 
boost. TC5&TC6 SOOK-ohm Yellow G"een G"ey 2x ( 6dB) 
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The 50K-ohm trim pot allows matching of the guitar output level to the amplifier input characteristics 
for best distortion 

SWITCHING FROM BOOSTED TO
 
UNBOOSTED MODE
 

A 3PDT switch is used to switch the coil tuning capacitor, 
the preamp boost, and output attenuation components. 

The frequency response curves show one of our hum­
cancelling pickups (Vintage Bridge Pickup) with the TC5 in 
both modes compared to a Strat®. The Output level in the 
unboosted mode ;s 4 times that of the Strat~ The maximum 
level of the boosted mode is at least twice that of the 
unboosted mode. The TONE and VOLUME controls can be 
250K-ohm or 500K-ohm audio pots. The 27K-ohm resistor 
minimizes switching noise. 
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