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3 POSITION BOOST SWITCH

The outside positions of the switch toggle give different
amounts of midrange and treble boost (see TC3 response
range). The resistors between the capacitors and ground
limit the amount of boost. For maximum boost, connect
the capacitors directly to ground. The 27K-ohm resistors
minimize switching noises. In the center position the
preamp is not boosted.
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TONE CONTROL BOOST
Thanks to Ed Reynolds (Austin, TX)

From “0” to “9” this control behaves like a regular
passive tone control. When turned full up, the control puts
the preamp in boosted mode. The resistor limits the
amount of boost.
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TC3 WITH VARIABLE BOOST IN A STRAT®

The second tone knob is replaced with a 5K-ohm control that controls the amount of boost. The optional capacitor
from the bridge pickup to ground enhances midrange frequencies for better overdrive distortion but will diminish

“squak” in the #4 (”in between”) position.
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Disclaimer: Strat and Stratocaster are registered trademarks of the Fender® Musical Instrument Corporation.
Bartolini Pickups & Electronics, LLC is in no way affiliated with the Fender® Musical Instrument Corporation.
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Upper Mid and Treble Boost - 3 Position Switch

/f7 Attach to Ground wire

Yellow (input) Neck Pickup

BLEND
Dual 250K
SASC taper

oy Treble Boost

Flat

[ , Upper Mid
and
Treble Boost

27K-ohm
Red +9V

stereo
jack

9 Volt
BATTERY

1.5K-ohm

Black _ P

The 0.1 mfd and 0.022 mfd Capacitors control

the frequency of the boost. Larger capacitors TaomtdBopst - e
boost more of the bass frequencies. A 10 mfd A .
capacitor will boost all frequencies equally (flat
boost). The 1.5K-ohm and 1.0K-ohm resistors 36 _
limit the amount of boost, larger resistorvalues | | <. S e e —— — —
decrease he boost levels. 1 mfd + 470-ohm
The graph shows the behavior of a TC3 for 30+ Boost
other capacitor and resistor values. When used
on the TC3 boost lead a 1.5K-ohm resistor will
limit the boost to about 12dB above the 24+
unboosted level.
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USING THE TC PREAMP WITH BOOST

Connecting the boost lead to ground through a Preamp Input | Input Wire| Output Wire| Boost Wire| Unboosted
capacitor increases the gain of the preamp. The gain Impedance| Color Color Color Gain

boost can occur throughout the range of the TC1 8 TC2| 300K-oh Yell o B B
instrument or only at midrange and treble frequencies ol velow e doiall (18dB)

depending on the value of the capacitor. Aresistorin | Tc3 & Tc4| 400kohm|  Yellow Green Bue | 4x (12dB)
series with the capacitor can be used to limit the gain
boost. TC5 & TCB| 500K-ohm | Yellow Green Grey 2x ( 6dB)
ONE PICKUP - ONE KNOB /Q7Attach to Ground wire
(BEST OVERDRIVE DISTORTION)
From Pickup

yellow red gy green

or Selector Switch

To Output
Jack

boost lead 50K-ohm
(blue)

The 50K-ohm trim pot allows matching of the guitar output level to the amplifier input characteristics
for best distortion

SWITCHING FROM BOOSTED TO
UNBOOSTED MODE -

A 3PDT switch is used to switch the coil tuning capacitor,
the preamp boost, and output attenuation components. 5
The frequency response curves show one of our hum-
cancelling pickups (Vintage Bridge Pickup) with the TC5 in

both modes compared to a Strat® The Output level in the J

unboosted mode is 4 times that of the Strat® The maximum

level of the boosted mode is at least twice that of the 1

unboosted mode. The TONE and VOLUME controls can be

250K-ohm or 500K-ohm audio pots. The 27K-ohm resistor ) ('u')' Yoo I TP
1z) ———>

minimizes switching noise. i
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