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Best Bass Gear Passive Prewired Harness

Pickup

Ground (Cold) Wire Signal (Hot) Wire
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Pull off top and use this wire to ground the bridge and / or cavity shield
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Best Bass Gear Passive Prewired Harness

Neck Pickup

Ground (Cold) Wire | |Signal (Hot) Wire Ground (Cold) Wire

Volume

Bridge Pickup

Signal (Hot) Wire

Output Jack
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Pull off top and use this wire to ground the bridge and / or cavity shield
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Best Bass Gear Passive Prewired Harness

Neck Pickup Bridge Pickup

Ground (Cold) Wire | | Signal (Hot) Wire Ground (Cold) Wire | | Signal (Hot) Wire

Bridge Tone
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Bridge Volume
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Best Bass Gear Passive Prewired Harness

Neck Pickup Bridge Pickup

Ground (Cold) Wire Signal (Hot) Wire Ground (Cold) Wire Signal (Hot) Wire

Volume ||
1 Output Jack
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Pull off top and use this wire to ground the bridge and / or cavity shield
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Best Bass Gear Passive Prewired Harness

Neck Pickup Bridge Pickup

Ground (Cold) Wire Signal (Hot) Wire Ground (Cold) Wire Signal (Hot) Wire

Output Jack
Volume

Pull off top and use this wire to ground the bridge and / or cavity shield
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Best Bass Gear Passive Prewired Harness

Bridge Pickup

Ground (Cold) Wire | |Signal (Hot) Wire

Ground (Cold) Wire/ /Signal (Hot) Wire

Volume Neck Tone Bridge Tone
Output Jack
el

Pull off top and use this wire to ground the bridge and / or cavity shield



